
CHICOS Installation Plan

School Name:

Address:

Teacher Contact

Computer Conta

Computer Hostn

CHICOS Compu

CHICOS Detect

Cable routing:
Birmingham High School
 (email):

ct (email):

ame / IP address:

ter/Electronics Location:

or Location:

1700 Haynes St.                               34deg. 11’N   118deg. 34’W
Van Nuys,Ca. 91406

Zphysics@hotmail.com

Preproom counter Rm. 34 preproom

Detectors to be on roof above classroom & preproom F34
above or adjacent to south wall.

Cables to be routed from detectors over eave above preproom.
Penetration will be through two 1.5” conduits in wall panel
adjacent to air conditioner. Conduit to be directly above work
station counter. Approx. 17’ of cable needed from roof edge to
computer.

GHMeck@aol.com

To be determined



Other Information:

Pictures:

Best delivery access id from Haynes to west drive to grass area
between F & G bldgs… South side of roof ht is 12’7”.  Roof edge
is flat with no obstructions for lift. Roof access for crew is through
ladder/hatch in preproom F36/38. Detectors can be placed over
south classroom F34 wall 3’10” in from roof edge with E-W
orientation. N-S orientation is also possible.
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Birmingham High School Site http://www.chicos.caltech.edu/schools/BirminghamHS/birm.htm
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